DATA SHEET
TYPE :

Standard

CHARACTERISTICS

for Power Electronics

DC Filter Capacitor

PVAJP 70-4/470+2x235

acc. to IEC 61071, EN 61 881

Rated DC voltage Un VvDC 4 000
Rated capacitance Cn1,4;,C\3,4 uF 235

Cn2,4 uF 470
Cy tolerance % +10
Current Imax A 150+ 2x75
Unax periodic \% 4800
Us non periodic \% 5600
DIMENSIONS
W/ tol. mm 475 12
D/ tol. mm 165 12
H / tol. mm 480 12
Terminals MXX M10
Torque for M10 Nm 12
Torque for M8 Nm 4
Weight kg 48
THERMAL CONDITIONS
Loss.factor tgdy  2,2x10™
Operating temperature °C -40/70
Storage temperature °C -40/80
SERVIS LIFE
Life expectancy h 360 000
at hot spot and °C 75
Uworking / Unominal ratio Uw/Un 0,8
Failure rate FIT 200
TEST DATA (routine test)
Test voltage Uyt VDC 1,5x Un
Test time sec 10
Test voltage Uy VAC 10 000
Test time sec 10
DESIGN
Design MKP metallized polypropylene capacitors dry typ encapsulated in steel case

by polyurethan resin UL-94 VO, dry, PCB and halogen free

Safety devices No fuse Without disconnector Self healing to 6000 V

DRAWN : Michalovi¢ova
DRW. No. : APPVD : Ing.Lipensky,
Page : 1 of 2 3BP1132b Date : 2.3.2005

ZEZ-SILKO s.r.o.
Pod Cernym lesem
CZ 564 01 ZAMBERK
Czech Republic

tel : +420 465 673 311
fax :+420 465 612 319
e-mail : zez@zez-silko.cz
http://www.zez-silko.cz




DATA SHEET DC Filter Capacitor for Power Electronics

TYPE : PVAJP 70-4/470+2x235
MXX »60
S :  w B F 3
i A1 il i i
Lo P — = — = i. — = — = — : ‘ Pe——— 4*
| =
’ PRODUGCT \
i LABEL \
| — |
| |
| |
[
g |
==
|
| |
| |
| |
|
Y 1
(W) 475 _ . (D) 165
172
160 +1 160 +1 20
— - - Lr)
bl |
1 2 3 &
4 \.J 7 w 7 v g‘
7~ | @ ™y
Y, &
160+1 |
DIAGRAM OF CONNECTION
1 2 3
235uFi 470uFi ZBSHFi
RERY
DRAWN : Michalovigova
DRW. No. : APPVD : Ing.Lipensky
Page : 2 of 2 3BP1132b Date : 2.3.2005

ZEZ-SILKO s.r.o. |tel: +420 465 673 311
Z E Z Pod Cernym lesem fax :+420 465 612 319

m CZ 564 01 ZAMBERK  |e-mail : zez@zez-silko.cz
Czech Republic http://www.zez-silko.cz




