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DIAGRAM OF CONNECTIONS
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TECHNICAL PARAMETERS:
TYPE

Rated capacitance Cy 3
CN 2,3

Rated voltage Uy

Rated current | ox 13
|mux23

Insulating voltage U
Loss. factor
Case temperature

LIMITING PARAMETERS:

Periodic peak voltage
Non periodic peak voltage u g

TESTING PARAMETERS:

Voltage test between terminals

U max

PVAJP 70-2,/1500+500
1500 uF +10%
500 uf +10%
2000 V DC
180 A
50 A
4500 V
3x 1074
25 /+70%C

2400 V
3000 V

1,5 U NDC for time 10 s

Between terminals and case 2 x U+ 1000 V AC for time 10 s

Max. torque M 12
Stainless steel case

15 Nm

Self-healing system — DRY TYPE

Weight max 28 kg
Standard IEC 61071:07
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OFFER

Dne : 16.2.2007

Kreslil : Michalovicovd

Konstruktér: Ing.Lipensky Oldfich

Schvdlil : Ing.Prokopec Michal

SILEKKO

3BP 1166 a

Iména: a — zména polohy zemnic svorky M8
20.4.2007 Ing. Lipensky

564 22 ZAMBERK, CZECH REPUBLIC,TEL.:+420 465 673 111, FAX:420 465 612 319
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