
TYPE :  
Standard:

CHARACTERISTICS

Rated Capacitance          CN 680 µF ±10%

Rated DC Voltage   UN DC 2 200 VDC

Maximum Ripple Voltage Ur 600 V

Non-Recurrent Surge Voltage us 3300 V

Maximum RMS Current                  Imax 120 A

Maximum Peak Current Î 8,1 kA

Maximum Surge Current is 24 kA

Series Resistance Rs 0,85 mΩ

Self Inductance Ls < 80 nH

Dielectric Dissipation Factor tand0 2 x10
-4

Overvoltage 1,1UN 2420 VDC

Overvoltage 1,15UN 2530 VDC

Overvoltage 1,2UN 2640 VDC

Overvoltage 1,3UN 2860 VDC

Overvoltage 1,5UN 3300 VDC

Case Temperature Θmax -40/+80 °C

Maximum Hotspot Temperature ΘHS 80 °C

Storage Temperature Θstorage -40/+85 °C

Thermal Resistance (ΘHS-Θcase) Rth 0,9 K/W

Lifetime Expectancy 100 000 h

at Hotspot Temperature 70 °C

Failure Rate < 50 FIT

DIMENSIONS

Diameter D 136 mm

Height H 365 mm

Terminal Height t 5 mm

Total Height ( H+t ) L 370 mm

Terminals Distance R 50 mm

Terminal  M6 x 10 -

Creepage Distance 34 mm

Air Clearance 34 mm

Weight m 6,2 kg

TEST DATA ( Routine Test )

Test Voltage between Terminals UT/T 3 300 VDC/10s

Test  Voltage Terminals-Case UT/C 4 200 VAC/10s

TORQUES

Max. Torque for M6 6 Nm

Max. Torque for M12 - bolt 7 Nm

DESIGN

Dielectrics MKP metallized polypropylene capacitor

Mechanical construction Aluminium can, plastic cover, filled with polyurethan resin, complies UL-94,V0

Dry type, PCB and halogen free

Safety devices Self healing system, No fuse, Without interrupter

Fire load 140 MJ
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